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(2) Each temperature measurement 
device shall be installed, calibrated, 
and maintained according to the manu-
facturer’s specifications. The device 
shall have an accuracy of the greater of 
0.75 percent of the temperature being 
measured expressed in degrees Celsius 
or ±2.5 °C. 

(3) Each temperature measurement 
device shall be equipped with a record-
ing device so that a permanent contin-
uous record is produced. 

(b) The owner or operator of an af-
fected facility which uses a capture 
system and a solvent recovery system 
to comply with the emission limits 
specified under § 60.312 shall install the 
equipment necessary to determine the 
total volume of VOC-solvent recovered 
daily. 

§ 60.315 Reporting and recordkeeping 
requirements. 

(a) The reporting requirements of 
§ 60.8(a) apply only to the initial per-
formance test. Each owner or operator 
subject to the provisions of this sub-
part shall include the following data in 
the report of the initial performance 
test required under § 60.8(a): 

(1) Except as provided in paragraph 
(a)(2) of this section, the volume- 
weighted average mass of VOC’s emit-
ted to the atmosphere per volume of 
applied coating solids (N) for a period 
of one calendar month from each af-
fected facility. 

(2) For each affected facility where 
compliance is determined under the 
provisions of § 60.313(c)(1)(iv), a list of 
the coatings used during a period of 
one calendar month, the VOC content 
of each coating calculated from data 
determined using Method 24 or supplied 
by the manufacturer of the coating, 
and the minimum transfer efficiency of 
any coating application equipment 
used during the month. 

(3) For each affected facility where 
compliance is achieved through the use 
of an incineration system, the fol-
lowing additional information will be 
reported: 

(i) The proportion of total VOC’s 
emitted that enters the control device 
(F), 

(ii) The VOC reduction efficiency of 
the control device (E), 

(iii) The average combustion tem-
perature (or the average temperature 
upstream and downstream of the cata-
lyst bed), and 

(iv) A description of the method used 
to establish the amount of VOC’s cap-
tured and sent to the incinerator. 

(4) For each affected facility where 
compliance is achieved through the use 
of a solvent recovery system, the fol-
lowing additional information will be 
reported: 

(i) The volume of VOC-solvent recov-
ered (Lr), and 

(ii) The overall VOC emission reduc-
tion achieved (R). 

(b) Following the initial performance 
test, the owner or operator of an af-
fected facility shall identify, record, 
and submit a written report to the Ad-
ministrator every calendar quarter of 
each instance in which the volume- 
weighted average of the total mass of 
VOC’s emitted to the atmosphere per 
volume of applied coating solids (N) is 
greater than the limit specified under 
§ 60.312. If no such instances have oc-
curred during a particular quarter, a 
report stating this shall be submitted 
to the Administrator semiannually. 

(c) Following the initial performance 
test, the owner or operator of an af-
fected facility shall identify, record, 
and submit at the frequency specified 
in § 60.7(c) the following: 

(1) Where compliance with § 60.312 is 
achieved through the use of thermal in-
cineration, each 3-hour period when 
metal furniture is being coated during 
which the average temperature of the 
device was more than 28 °C below the 
average temperature of the device dur-
ing the most recent performance test 
at which destruction efficiency was de-
termined as specified under § 60.313. 

(2) Where compliance with § 60.312 is 
achieved through the use of catalytic 
incineration, each 3-hour period when 
metal furniture is being coated during 
which the average temperature of the 
device immediately before the catalyst 
bed is more than 28 °C below the aver-
age temperature of the device imme-
diately before the catalyst bed during 
the most recent performance test at 
which destruction efficiency was deter-
mined as specified under § 60.313. Addi-
tionally, when metal furniture is being 
coated, all 3-hour periods during which 
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the average temperature difference 
across the catalyst bed is less than 80 
percent of the average temperature dif-
ference across the catalyst bed during 
the most recent performance test at 
which destruction efficiency was deter-
mined as specified under § 60.313 will be 
recorded. 

(3) For thermal and catalytic inciner-
ators, if no such periods as described in 
paragraphs (c)(1) and (c)(2) of this sec-
tion occur, the owner or operator shall 
state this in the report. 

(d) Each owner or operator subject to 
the provisions of this subpart shall 
maintain at the source, for a period of 
at least 2 years, records of all data and 
calculations used to determine VOC 
emissions from each affected facility. 
Where compliance is achieved through 
the use of thermal incineration, each 
owner or operator shall maintain, at 
the source, daily records of the inciner-
ator combustion chamber temperature. 
If catalytic incineration is used, the 
owner or operator shall maintain at 
the source daily records of the gas tem-
perature, both upstream and down-
stream of the incinerator catalyst bed. 
Where compliance is achieved through 
the use of a solvent recovery system, 
the owner or operator shall maintain 
at the source daily records of the 
amount of solvent recovered by the 
system for each affected facility. 

[47 FR 49287, Oct. 29, 1982, as amended at 55 
FR 51383, Dec. 13, 1990; 65 FR 61759, Oct. 17, 
2000] 

§ 60.316 Test methods and procedures. 
(a) The reference methods in appen-

dix A to this part except as provided 
under § 60.8(b) shall be used to deter-
mine compliance with § 60.312 as fol-
lows: 

(1) Method 24, or coating manufactur-
er’s formulation data, for use in the de-
termination of VOC content of each 
batch of coating as applied to the sur-
face of the metal parts. In case of an 
inconsistency between the Method 24 
results and the formulation data, the 
Method 24 results will govern. 

(2) Method 25 for the measurement of 
VOC concentration. 

(3) Method 1 for sample and velocity 
traverses. 

(4) Method 2 for velocity and volu-
metric flow rate. 

(5) Method 3 for gas analysis. 
(6) Method 4 for stack gas moisture. 
(b) For Method 24, the coating sample 

must be at least a 1 liter sample in a 1 
liter container taken at a point where 
the sample will be representative of 
the coating material as applied to the 
surface of the metal part. 

(c) For Method 25, the minimum sam-
pling time for each of 3 runs is 60 min-
utes and the minimum sample volume 
is 0.003 dry standard cubic meters ex-
cept that shorter sampling times or 
smaller volumes, when necessitated by 
process variables or other factors, may 
be approved by the Administrator. 

(d) The Administrator will approve 
testing of representative stacks on a 
case-by-case basis if the owner or oper-
ator can demonstrate to the satisfac-
tion of the Administrator that testing 
of representative stacks yields results 
comparable to those that would be ob-
tained by testing all stacks. 

Subpart FF [Reserved] 

Subpart GG—Standards of Per-
formance for Stationary Gas 
Turbines 

§ 60.330 Applicability and designation 
of affected facility. 

(a) The provisions of this subpart are 
applicable to the following affected fa-
cilities: All stationary gas turbines 
with a heat input at peak load equal to 
or greater than 10.7 gigajoules (10 mil-
lion Btu) per hour, based on the lower 
heating value of the fuel fired. 

(b) Any facility under paragraph (a) 
of this section which commences con-
struction, modification, or reconstruc-
tion after October 3, 1977, is subject to 
the requirements of this part except as 
provided in paragraphs (e) and (j) of 
§ 60.332. 

[44 FR 52798, Sept. 10, 1979, as amended at 52 
FR 42434, Nov. 5, 1987; 65 FR 61759, Oct. 17, 
2000] 

§ 60.331 Definitions. 
As used in this subpart, all terms not 

defined herein shall have the meaning 
given them in the Act and in subpart A 
of this part. 

(a) Stationary gas turbine means any 
simple cycle gas turbine, regenerative 
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